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CONSTRUCTION, MAINTENANCE AND REMOVAL (2-14-04)
OF TEMPORARY ACCESS AT STATION                                 

1.0 GENERAL

Construct, maintain, and remove the temporary access required to provide the working area
necessary to construct the bridge and, if applicable, remove an existing bridge.  Temporary
access may include other methods than those outlined in this Special Provision; however,
all types of temporary access are required to meet the requirements of all permits, the
Standard Specifications, and this Special Provision.

2.0 TEMPORARY ROCK CAUSEWAY [WORKPAD]

If detailed on the plans, construction of a temporary rock causeway [workpad] within the
limits shown on the plans is permitted.  Build the causeway [workpad] with Class II riprap
topped by a layer of Class A riprap or as otherwise designated on the plans or approved by
the Engineer.  If desired, recycle the Class II riprap used in the causeway [workpad] for
placement in the final riprap slope protection as directed by the Engineer.  No payment will
be made for recycled riprap as this material is considered incidental to the causeway
[workpad] placement and removal.  If this option is exercised, no adjustment in contract
bid price will be allowed due to an underrun in the quantity of “Plain Rip Rap Class II (2'-
0" (600 mm) Thick)”.

Completely remove all causeway [workpad] material including pipes and return the entire
causeway [workpad] footprint to the original contours and elevations within 90 days of the
completion of the deck slab or as otherwise required by permits.

For sites affected by moratoriums of restrictions on in-stream work: Do not construct or
remove causeway [workpad] during the moratorium period shown on the permit. If the
completion of the deck slab falls within the prohibitive dates for causeway [workpad]
construction or removal, begin causeway [workpad] removal immediately following the
prohibitive dates.

3.0 TEMPORARY WORK BRIDGE

If noted on the plans, the construction of a temporary work bridge is permitted.  Submit
details of the temporary work bridge to the Engineer prior to constructing the work bridge
to ensure conformance with the plans and all permits.  Make certain that the temporary
work bridge satisfies all permits.  Completely remove the temporary bridge prior to final
acceptance or as otherwise required by the permits.

If a causeway [workpad] is detailed on the plans, the construction of a temporary work
bridge in lieu of the causeway [workpad] is permitted.  If this option is exercised, prepare
all necessary documents required for permit modifications, if any.
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4.0 BASIS OF PAYMENT

The lump sum price bid for “Construction, Maintenance and Removal of Temporary
Access at Station _______” will be full compensation for the above work, or other methods
of access, including all material, pipes, work bridge components, equipment, tools, labor,
disposal, and incidentals necessary to complete the work.
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